
MAS1018
MAS Series

Industrial Automation Market SegmentAutoTRON

Warehouse
Optimization

Industrial Operating
Sytem

Inventory
Checking

Logistics
Management

Instrument
Testing

10.1" Automation Rugged Windows Mobile Tablet PC

Intel® Raptor Lake i5-1334U

10.1 inch Windows System

Support Type-C Alt mode video output

Dual Capacity Hot Swap Battery Design

800 nits High Brightness Sunlight Readable

Advanced Wireless Solution Support 4G/LTE, WiFi 6E, BT 5.3 and GNSS

 MIL-STD-810G
Barcode
Scanner4G LTE

4G

NFC Module

NFC
IP65
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Overview

Scanning

Home

SMA Active GPS Antenna Interface

278.6 mm

21.3 mm

Volume+
Volume-
Power

184.5 m
m

POGO Pin

ABAT109
Removable Battery

ACARM90
Mounting Holder

ADOCK19
Docking Station

ADA1903
Power Adapter

19V/3.42A

Optional Accessory

MAS1018

Display Type

Resolution

Brightness

Touch Panel

10.1" IPS 

1920 x 1200

700 nits

10 point PCAP Touch, G+F+F

Display

CPU

Memory

Storage

OS

Support

I/O Ports

Intel® Core™ i7-1255U

16GB

256GB

Windows 11

Bluetooth 5.1

4G LTE

Wi-Fi 6

GNSS: GPS, GLONASS

1 x USB 3.0 Type A

1 x USB 3.0 Type C

1 x HDMI 2.1a Mini

1 x 3.5mm Earphone Jack

1 x TF slot

1 x SIM Card slot

1 x DC jack

1 x 12pin Pogo pin

System

Physical
Camera

Power Output

Battery

Button

Standard Accessory

Dimensions (WxHxD)

Weight

Packaging Box Dimension

Packaging Box Weight

Rear 8.0MP 

DC 19V/3.42A

7.4V/5000mAh (Removable) / 7.4V/860mAh 

1 x Power On/Off

1 x Volume +

1 x Volume -

1 x Home

1 x F key (Barcode Scanning)

1 x Hand Strap

1 x Metal Stand

1 x Power Adapter

278.6 x 184.5 x 21.3mm

1190g

369 x 205 x 60mm

2050g

Environment
Rugged Feature

Certification

Operating Temperature

Storage Temperature

Relative Humidity

Warranty

IP65,  1.22m drop test

MIL-STD-810H

-20 °C ~ 60 °C

-30°C ~ 70°C

95% (non-condensing)

2 Years

Camera

Audio

Cooling
port

USB 3.0 Type A

SIM/TF card slot

DC Jack

USB 3.0 Type C

Heat Dissipation FanBattery
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Overview

Indicator LED

293 mm

Speaker

FANF1
Reset

FN2

192 m
m

MIC MIC

Removable Battery Power Adapter

Mounting Holder Shoulder Strap

Docking Station

Optional Accessory

MAS1018

Display Type
Resolution
Brightness
Touch Panel

10.1" IPS TFT LCD
1920x1080
800 nits
10-point multi-touch,  Support Glove mode and 
Wet-Touch mode

Display

CPU
GPU
Memory
Storage
Operating System

Security

I/O Ports

WiFi
Bluetooth
4G/5G
GPS
Data Collection

Intel® Raptor Lake i5-1334U
Intel® Iris® Xe Graphics eligible
LPDDR5 16G
M.2 SSD 256GB, Up to 1TB(Optional)
Windows®10 IoT Enterprise(LTSC), Windows 11 IoT 
Enterprise(GAC)
Trusted Platform Module (TPM 2.0)
Kensington cable lock slot
Optional Windows® Hello
1 x USB 3.1 Type A
1 x USB 2.0 Type C x1(support PD(repairable)) 
1 x USB 3.1 Type C (support Alt mode)
1 x 3.5mm Audio jack
1 x SIM Card Reader (Nano)
1 x SDXC Card Reader (Micro)
1 x RJ45 Gigabit Ethernet Port
1 x Docking connector
1 x Reset hole
WIFI 6E
Bluetooth® 5.3
4G LTE (Optional 5G)
GPS / GLONASSS / GALILEO
NFC Module
Barcode Scanner Module

System

Physical
Camera

Audio

Color
Dimension
Weight
Buttons

LED
Sensors

Battery

Power Adapter
Standard Accessory

2MP front camera (5MP Win Hello optional)
8MP rear camera, Auto Focus, Flash
1 x 2W Speaker
2 x Digital microphone
Black
293mm x 192mm x 17mm
1150g 
1 x Power
1 x Volume + Key
1 x Volume - Key
2 x Programmable keys
Power, Battery, WIFI
9 Axis MEMS sensor (Accelerometer, eCompass, 
Gyroscope), Ambient Light Sensor, Proximity Sensor
Backup Battery / Hot swappable battery
Battery: 7.68V, 8,340mAH, 64W 
Battery operation: up to 8 hours
Backup Battey: 7.4V,80mAH (0.592WH)
Power Adapter
1 x Power Adapter
1 x Hand-Strap

Environment
IP Rating
Drop Test 
Certification
Operating Temperature
Storage Temperature
Relative Humidity
Warranty

IP65 
1.5m drop resistance
CE / MIL-STD-810G
-10 °C to 50 °C
-20 °C to 60 °C
95% Non-Condensing
2 Years

Rear Camera

Battery NFC SD SIM LTE/Barcode/SSD

Flash Light

Barcode Scanner
Vol +

Vol -

USB Type C

USB Type A

Audio Jack

Ethernet


