
WCS1330
13.3" Commercial Entry Windows Touch Panel PC

13.3" TFT LCD w/PCAP Touch

Windows Base, Intel® Twin Lake N150 Processor

Professional Metal Housing

Passive Cooling Fanless Design

Rich I/O Ports Provide Excellent Peripheral Connectivity

Support NFC Reader, MSR Reader, Barcode Reader 

Business Commercial Market SegmentCommTRON
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Specification

WCS1330
Overview
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LAN Port

USB Type C

Speakers

Add-on Module Slot

VESA 
mounting
holes
(75x75mm)

USB3.0 Type A

USB3.0 Type A
Power Button
LED Indicator

USB2.0 Type A

USB2.0 Type A

Mini HDMI

DC IN

Display Type

Resolution

Brightness

Touch Panel

Aspect Ratio

13.3" TFT LCD

1920 x 1080

350 nits

10 Points Multiple PCAP Touch

16:9

Display

Main System

CPU

GPU

Memory

Storage

OS Support

Audio Controller

Function Support

IO Ports

Intel® Twin Lake N150

Intel® Graphics 1GHz

8GB DDR5 4800MT/s Max 16GB

128GB M.2 2242 SSD

Windows 10 IoT, Window11 IoT, Linux

Realtek ALC255-CG

Intel AX210 Module WiFi 802.11 a/b/g/n/ac/ax

Bluetooth 5.3

Environment

Certification

Operating Temperature

Storage Temperature

Relative Humidity

CE, FCC

0°C ~ 40°C

-10°C ~ 55°C

10% ~ 70% (Non-Condensing)

Data Collection NFC Module (Optional)

MRS Reader (Optional)

2D Barcode Reader Module (Optional)

Physical

Internal Speaker

Power Adapter 

Mounting 

Housing 

Standard Accessory

Product Dimension

2 x 2W

DC 12V/3.3A

VESA Mount 75 x 75

Metal

1 x Power Adapter

1 x DC Bracket and Screw

336.7 x 214.5 x 35.5 mm

Optional Accessory

ADA12D4
Power Adapter

DC Bracket and Screw

35.5 mm

1 x Type C with PD

2 x USB3.0

2 x USB2.0

1 x LAN (10/100/1000Mbps)

1 x DC Jack (Input or PD 20V/15V/12V(Min 40W))

1 x Add-on Module Slot

1 x Mini HDMI

336.7 mm

214.5m
m


